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IDENTIFYING A PLURALITY OF RISK-ASSESSMENT MODULES EACH INCLUDING 
VULNERABILITY CHECKS ASSOCIATED WITH A RISK-ASSESSMENT SCAN 






DETERMINING A FIRST SET OF PORTS REQUIRED FOR COMMUNICATING WITH 
NETWORK COMPONENTS SUBJECT TO THE RISK-ASSESSMENT MODULES 
ASSOCIATED WITH THE RISK-ASSESSMENT SCAN 






EXECUTING A PORT SCAN OF THE FIRST SET OF PORTS 






DETERMINING A SECOND SET OF PORTS BASED ON THE PORT SCAN, THE 
SECOND SET OF PORTS BEING UNAVAILABLE FOR COMMUNICATING WITH THE 
NETWORK COMPONENTS SUBJECT TO THE RISK-ASSESSMENT MODULES 
ASSOCIATED WITH THE RISK-ASSESSMENT SCAN 






DISABLING THE RISK-ASSESSMENT MODULES ASSOCIATED WITH THE SECOND 
SET OF PORTS TO MINIMIZE THE DURATION OF THE RISK-ASSESSMENT SCAN 
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SPECIFY HOST RANGE 



SELECT MODULES TO INCLUDE IN RISK-ASSESSMENT SCAN 



IDENTIFY PORTS ASSOCATED WITH SELECTED MODULES 



STORE RESULTS 
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